


Napjaink épületgépészeti rendszereivel szemben 

CARLIEUKLIMA

megelégedettségét.

Thermal comfort, energy saving and reduction of 
pollution are the prerogatives required nowadays to the 
conditioning systems. The exigence to have at home or in the 
working places an higher and higher environmental thermal 
comfort, is by now a real fact. The conditioning of the rooms 
by means of radiant systems, is certainly a good answer to 
these requirements. The conditioning with radiant systems 
allows to achieve better conditions of comfort and to reduce 
at the same time the energy consumption. CARLIEUKLIMA 
has always been dedicated in the development of high 
quality products to guarantee a high satisfaction level to all 
customers.



CERTIFIED QUALITY



HEATING SYSTEM

* not recommended

** not highly recommended

*** quite highly recommended

**** highly recommended

***** optimal solution

CHOICE OF PRODUCTS

 
CHARACTERISTICS OF THE PLACE TO HEAT

EUTERM EUCERK EUCERAMIC

System installation height less than 4 metres

***** * * * *****

System installation height between 4 and 10 
metres

***** ***** ***** ***** *****

System installation height greater than 10 metres

** **** **** ***** **

Low amount of air circulation
***** **** **** * ****

High amount of air circulation
* *** **** ***** ****

Rooms in which processes and concentrations 
or stored materials cause the formation of 

***** ****

With 
combustion 
unit outside

Nem 

Generally not 
applicable

Nem 

Generally not 
applicable

**** 

Only with the 
unit outside

Requirement of heating by zones
** *** **** ***** *

Need of keeping a low noise
***** *** *** ***** ***

Installation in open or semi-open locations
* *** **** ***** *

Conditions of comfort rapidly reached
** *** **** ***** ***

Homogeneous distribution of the heat
***** **** *** ** ***

Aesthetical integration of the system in the 
building

***** *** *** ***** ***

Availability of hot water from manufacturing 
process

***** * * * *

Pre-heating of forced recirculated air
* * * * *****



EUCERAMIC

- FUNCTIONAL DATA

 
(m3

    

INDUSTRY  7/4 20 30 380

INDUSTRY 20 30 380

INDUSTRY 20 30 380

INDUSTRY 20 30 380

INDUSTRY 20 30 380

INDUSTRY 20 30 380

INDUSTRY 20 30 380

INDUSTRY  M 7/4 20 30 380

INDUSTRY ECO 7/4 20 30 378

INDUSTRY ECO 20 30 378

INDUSTRY ECO 20 30 378

INDUSTRY ECO 20 30 378

INDUSTRY ECO 20 30 378

INDUSTRY ECO 20 30

INDUSTRY ECO 20 30

INDUSTRY ECO M 7/4 20 30 378

INDUSTRY ECO 20 30 378

CULTO CU 7/4 20 30

CULTO CU 20 30

CULTO CU 20 30

CULTO CU 20 30

High yield and good advantages/costs ratio.

Light, compact, easy to install both under the ceiling and on 
the wall.

Models with pleasing aesthetical look for special environments 
(worship places).

Made of stainless steel and high-quality ceramic.

It reaches the 100% of full-power operation in just 2 
minutes.

Conveyable version with special gas cylinder carrier for 
mobile workplaces.



EURAD

- FUNCTIONAL DATA

 
 

 
 
(m3

 
 

 
 

 
  

MSU 3 M 20 30 3

MSU 6 L 20 30

20 30

MSU 9 L 20 30

20 30

20 30

20 30

20 30

20 30

MSC 6 L 20 30

20 30

MSC 9 L 20 30

20 30

20 30

Available in different  models for various kind of uses.

Easy installation.

Possibility of direction of the radiance also after the 
installation.

Radiant tubes in aluminized calorized steel.

surface.

Particularly suitable for “partial” heating.



MULTIEURAD

- FUNCTIONAL DATA
 

 
 

 
 

 
 

 
 

N  
 
(m3

 
 

  
 

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

8 20 30

Versatile for uses in any kind of building.

Customized management system software.

Unique exaust estractor located inside or outside the 
building.

Radiant tubes in aluminized calorized steel.

surface.

Particularly suitable for “partial” heating.



EU

High yield and reduced operating costs.

Customized management system software.

Possible installation of the combustion unit and of the gas 
net outside the building.

Radiant tubes in aluminized calorized steel.

Circulation chamber in stainless steel and all-power 
modulating burner.

Uniform distribution of the heat all over the surface.

 - FUNCTIONAL DATA
 

EUCERK 40

EUCERK  48 24

EUCERK 30

EUCERK 70 70.0

EUCERK 80 80.0 78 42

EUCERK 40.0 48

EUCERK 40.0

EUCERK 40.0

EUCERK 40.0 72

EUCERK 40.0 78

EUCERK 40.0 84

EUCERK 40.0

EUCERK 

EUCERK 204 204.0

EUCERK 

EUCERK 228 228.0

EUCERK 240 240.0



EUTERM

- FUNCTIONAL DATA

300/3/2000 2000 300 3 332 700

300/3/4000 4000 300 3

300 3 884

2000

4000

2000

4000

2000

4000 2034 3200 4430

300/2/2000 2000 300 2

300/2/4000 4000 300 2 438

300 2

2000 4

4000 4 2202

4 2074

2000 748

4000

4248

2000 8

4000 8

8

Uniform heating also in environments with low height.

Absolutely quiet during system operation.

Pleasant aesthetical look with choice of different colors.Structure in quality steel with treatment for high radiant 
emission on surface.

Operating with hot water, superheated water and steam.



EUWIND

- FUNCTIONAL DATA

Ø

(m3

3x4 2 8 800 4800

2 800 4800 78

4x4 2 20.200 800 4800 80

2 20.200 800 4800 80

2 22.700 800 4800 82

2 22.700 800 4800 82

2 22 800 4800 82

2 22 800 4800 82

2 22 800 4800 82

2 22 800 4800 82

2 30 40.400 800 4800

2 30 40.400 800 4800

2 30 40.400 800 4800

2 800 4800 88

2 800 4800 88

 

in the environments.

It allows to operate as well in the premise areas closed to 
the doorways.

Made of high-quality materials for a long-life.

from outside and doesn’t require further heating sources.

It avoids the existence of air draughts and preserve the 
health of the personnel.
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EUWIND

- FUNCTIONAL DATA

(m3

300

300

330

330

2/2

2/2

2/2 2300

2/2 2300

300

300

300

300

330

330

330

330

 

in the environments.

It allows to operate as well in the premise areas closed to 
the doorways.

Made of high-quality materials for a long-life.

from outside and doesn’t require further heating sources.

egészségét.
It avoids the development of air draughts and preserves the 
health of the personnel.

on top of the door, without the need of any extra structural 



EUCOLD

Low operating and maintenance costs.

Improvement of wellness and environment health.

70% reduction of the system cost.

80% reduction of the energy consumption (related only to 
that one necessary to the fan functioning).

Partial or selected management for different zones in the 
room.

- FUNCTIONAL DATA

(m3

HT 30 30 20000

3200

 

Compared to a traditional air conditioning system, EUCOLD guarantees great 

ROOM TEMPERATURE IN RELATION WITH THE EXTERNAL CLIMATIC CONDITIONS

 External Temperature

Ex
te

rn
al

 r
el

at
iv

e 
hu

m
id

ity



EU

Wide range of basement and suspended models.

available (only on request).

Versatile products for the heating of rooms and for 
technological uses.

Easy inside or outside installation.

- FUNCTIONAL DATA

A+E L

(m3 (m3

2000

2700

4200

2300

2300

2 2700 2400

2 20000 2700 2400

2 24000 2800

2 27800 2800

2 30000 3000

2 34000 3000

3 3000 3300

3 42000 3000 3300

3 48700 3400

3 3400

4 4800 3200

4 80000 4800 3200

Indicated for HVAC systems.



EU

- FUNCTIONAL DATA

78 2000

78

78

Absence of air draughts.

Quick reach of full capacity operation.

Optimal temperature and humidity.

Room hygiene.

Csendes.
Silence.

Absence of heating bodies in the room.

CONTROL SYSTEM

GEOTHERMAL HEATING PUMPS

TEMPERATURE AND HUMIDITY SENSORS

MANIFOLDS

DEHUMIDIFIERS

SOLAR PANELS

AIR-WATER HEATING PUMPS



EU  METAL

- FUNCTIONAL DATA

40

40

Absence of air draughts.

Quick reach of full capacity operation.

Optimal temperature and humidity.

Room hygiene.

Csendes.
Silence.

Absence of heating bodies in the room.

Easy access for inspection.



EU

EU

EUGEN

EURAD EUTERM EUCERAMIC

EUWIND

MULTIEURAD

Constant development in 
search of product 
improvement may lead to 
changes or modifications, 
without advance notice, of 
those things which are 
described here.

EU EUCOLD

EUPROFIL

MAGYARORSZÁGI KÉPVISELET:


